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This Addendum forms a part of the Contract Documents and modifies the original Bidding Documents dated 22 January
2010, including any prior addenda issued subsequent thereto, as noted below. Acknowledge receipt of this Addendum
in the space provided on the Bid Form. Failure to do so may subject Bidder to disqualification.

1. CHANGES TO SPECIFICATIONS

A. SECTION 000110 - TABLE OF CONTENTS

1. Add Reference to Section 114510 - Residential Appliances

B. SECTION 004100 - BID FORM

1. Delete this section in its entirety and insert SECTION 004100 - BID FORM attached hereto
as Exhibit "A".

C. SECTION 012100 - ALLOWANCES

I. Part 3, 3.3, Schedule of Allowances
a. Add the following:

B. Allowance No. 2 - Aluminum Fascia Replacement:

2. Description: The Contractor shall include in the Contract Sum
the removal and replacement of Two Hundred Linear Feet of
damaged or missing prefinshed aluminum fascia at locations
authorized in writing by the Owner prior to removal of existing
material,

D. SECTION 012200 - UNIT PRICES

1. Part 3, 3.1, List of Unit Prices:
a. Add the following:
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B. Unit Price No. 2 - Aluminum Fascia Replacement:

2. Description: The Contract Documents require that the
Contractor include a specified quantity of aluminum fascia
replacement in the base bid and Contract Sum. This Unit Price
shall be utilized to adjust the Contract Sum (either increase or
decrease in Contract Sum) to reflect the actual quantity of
aluminum fascia replacement authorized and acceptably
completed.

2. Unit of Measurement: Per Linear Foot.

E. SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS

1. Part 2, 2.2, Temporary Facilities:
a. Delete subparagraphs A and B in their entirety.

F. SECTION 066500 - SOLID SURFACE FABRICATIONS

1. Part 2, 2.2, Tub Surrounds and Vanity Countertops:
a. Delete subparagraph A in its entirety (existing ceramic tile tub surrounds and

wainscot are to be retained).

G. SECTION 081169 - METAL STORM DOORS

1. Part 2, 2.1, A., 1.:
a. Revise to indicate: Larson, Full View, Model 349-17.

2. Part 2, 2.2, Materials:
a. Delete subparagraph L. in its entirety.

H. SECTION 081416 - FLUSH WOOD DOORS

1. Part 2,2.1, Door Construction General:
a. Revise subparagraph B., as follows:

(1) Revise to indicate Solid-Core Doors.
(2) Revise subparagraph B., 1., to indicate Standard solid core.

2. Part 2, 2.2, Doors for Opaque Finish:
a. Revise subparagraph A, as follows.:

(1) Revise to indicate Interior Solid-Core Doors.
(2) Revise to add subparagraph as follows:

4. Core: Medium Density Particle Board.

3. Part 2, 2.3, Interior Frames and Jambs for Opaque Finish:
a. Delete subparagraphs A., and B., in their entirety and insert the following:

A. Interior Frames: Fabricated from cold-rolled steel sheet.

1. Fabricate frames as knocked down drywall type.
2. Frames for Wood Doors: 0.042-inch- thick steel sheet.
3. Anchors integral with frames.
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4. Part 2, 2.4, Fabrication:
a. Delete subparagraphs A., and B., in their entirety and insert the following:

A. Field fit doors to metal frames:

1. Margins: 1/16" to 1/8" at jamb and head.
2. Undercut: 1"
3. Field machine doors for hardware.

I1. SECTION 087100 - DOOR HARDWARE

I. PART 1, 1.2, Summary:
a. Revise subparagraph A., 1., a, to indicate the following:

a. New and existing interior and exterior swinging doors as scheduled.

2. PART 2, 2.2, Locks and Latches, General:
a. Delete subparagraph A., in its entirety.
b. Revise subparagraph E,, to indicate the following:

Backset:
1. 2/4 inches at exterior doors.
2. 2% inches at interior doors or match existing.

3. PART 2, 2.3, Mechanical Locks and Latches:
a. Revise subparagraph B., to indicate Grade 2

4. PART 2, 2.4, Lock Cylinders and 2.5, Keying:
a. Delete these subparts in their entirety.

5. PART 3, 3.5, A., Hardware Sets:
a. Revise hardware sets I through 5 to indicate Grade 2 locksets and latchsets.
b. Revise hardware set 5 to add:

c. Butts: One and one-half pair A8133.

SECTION 096516 - RESILIENT SHEET FLOORING

1. Delete this section in its entirety and insert SECTION 096516 - RESILIENT SHEET
FLOORING attached hereto as Exhibit "B".

K. SECTION 102800 - TOILET AND BATH ACCESSORIES

1. Part 2, 2.2, Private Use Bathroom Accessories:
a. Delete subpart C., in its entirety.

L. SECTION 114510- RESIDENTIAL APPLIANCES

1. Insert SECTION 114510 - RESIDENTIAL APPLIANCES attached hereto as Exhibit "C".

M. SECTION 220000 - PLUMBING

1. PART 2, 2.2, B., Plumbing Fixtures / Equipment:
a. Revise KS-(Two Compartment) to indicate Delta I 00-DST faucet in lieu of Delta

2100 faucet.
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b. Revise KS-(Single Compartment) to indicate Delta 100-DST faucet in lieu of Delta
100-WF faucet.

c. Add - Lavatory: Solid surface vanity top with integral bowl

N. SECTION 260000 - ELECTRICAL

1. Part 1, 1.1, Description:
a. Delete subpart A., and insert the following:

A. The scope of work includes, but is not necessarily limited to: Replacement
of light fixtures, switches, receptacles (including telephone and CATV)
and cover plates; replacement of existing smoke detectors and installation
of new smoke detectors in new locations; installation of combination
smoke/carbon monoxide detectors in hallways outside bedrooms;
installation of new circuits, breakers, conduit and disconnects for air
conditioning condensers; installation of new circuits for dishwashers;
installation of new circuits and switches for garbage disposers; and
installation of Arc Fault breakers for all bedroom circuits. Properly
connect all receptacles, switches, fixtures and equipment to source of
power supply and leave ready for use as indicated on the drawings and
specified herein.

2. Part 2, 2.2, A., Receptacles, Underwriter's Laboratories approved:
a. Add Telephone Receptacle - Leviton #40539-I
b. Add Range Receptacle - Leviton #279

3. Part 2, 2.2, Wiring Devices:
a. Add subparagraph E. As follows:

E. Alarms:

Smoke Detector - Dual Ionization and Photoelectric type, hardwired with
battery back-up, BRK SA-773-CN.
Combination Smoke/Carbon Monoxide - Ionization and CO type,
hardwired with battery back-up, BRK SC9120B-GFD.

4. Part 2, 2.3, Loadcenters:
a. Revise to indicate: Existing ITE Loadcenter to remain.

0. SECTION 321313 - CONCRETE PAVING

I. Part 2, 2.7, Concrete Mixtures:
a. Revise subpart B., 1., to indicate 3000psi.

II. CHANGES TO DRAWINGS

A. COVER SHEET

1. Project General Notes:
a. Demolition:

(1) Revise Note No. 5 to indicate: Light fixtures, devices and coverplates.
(2) Revise Note No. 10 to add: Right end of Building No. 8.
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b. New Construction:
(1) Revise Note No. I to add: Range hoods (to the list of appliances).
(2) Revise Note No. 3 to add: Laundry rooms (to locations receiving shoe

mold).
(3) Revise Note No. 4 to indicate: Light fixtures, devices and coverplates.
(4) Revise Note No. 7 to indicate: Interior wallrepair, overlay of ceilings with

new gypsum board, and painting throughout unit.
(5) Revise Note No. 8 to indicate: air conditioning added to new hydronic air

handlers.

B. SHEET S-I

1. Site Notes:
a. Revise note 5 to add: Remove existing site entry sign, fill grade and grass

abandoned sign area.

2. F2 I Site Plan - NC20-9, Site 5:
a. Add to the site lighting note: Site lighting shall be Niland BA-CON-LED, 125watt,

Luminary on Niland 18 Series pole, N-18-F5-12. Color shall be selected by the
Architect.

3. F6 / Bollard Detail:
a. Add Note: Bollards shall be installed 2-0" from side wall and 6" from back wall.

4. F7 / Dumpster Enclosure Details:
a. Section A:

(1) Revise hooked rebar note to indicate: #4 hooked rebar at 16" on center.
(2) Revise footing note to indicate: three rows of continuous #4 rebar,

supported by wire chairs, typ.

b. Section B:
(1) Revise gate post note to indicate: 4" Schedule 40 gate post.

C. SHEET S-2

1. C3 / Site Sign Details:
a. Elevation:

(1) Revise wording of signage to indicate "Pinnacle Point".

2. C7 / Mail Pavilion:
a. Add the following to cluster mailbox note: N1027876 Cluster Box on N1026390

Pedestal by Postal Products Unlimited, Inc.

3. F3 / Gazebo Elevation:
a. Delete reference to: Copper Finial.

4. F5 / Bench Detail:
a. Add the following to site bench note: B6WBCLASSIC Plastisol coated bench by

Webcoat Products, Inc.

5. F7 / Condenser Guard Details:
a. Revise line cover (refrigerant, electrical and condensate lines) notes to indicate

.032" prefinished aluminum in lieu of 14 gauge galvanized metal.
b. Delete references to condenser guard, pad locks and expansion anchors (no

condenser guards will be required).

Addendum No. 1 Page 5 of 10



D. SHEET A-1

1. Demolition Notes:
a. Add the following to the note referencing VCT flooring: No asbestos greater than

1% is reported to be present on site. The VCT adhesive contains less than 1%
asbestos and will require workers disturbing this material to have OSHA Class III
asbestos training. Because this is not an asbestos-containing material, if the floor
tile is removed, it does not have to be disposed of as an asbestos-containing material
even if there is residual mastic on the back.

2. F1 / FLOOR PLANS - THREE BEDROOM TOWNHOUSE
a. Condenser note: Delete reference to "w/guard" (no condenser guards will be

required) and revise reference to line cover to indicate prefinished aluminum in lieu
of steel.

b. Delete note indicating "Sand and refinish wood risers, treads and landing" and
insert note indicating "Secure loose treads with surface applied countersunk screws
and caulk all joints between treads, risers and stringers. Cover stair treads, risers
and landings with carpet over pad."

3. FLOOR PLAN LEGEND:
a. Floor Plan Notes:

(1) Revise Note No. 2 to add: Laundry rooms (to locations receiving shoe
mold).

(2) Revise Note No. 4 to add: Range hoods (to the list of appliances).
(3) Revise Note No. 5 to indicate: Provide new light fixtures, devices and

coverplates.
(4) Revise Note No. 7 to add: Pacer Framed Shower Door, Model 850, by

American Shower and Tub Door.
(5) Revise Note No. 9 to indicate: Provide new air conditioning coupled with

new hydronic air handlers.
(6) Add Note No. 10 as follows: Patch and repair interior walls and return to

a "like new" condition; overlay of ceilings with new gypsum board; and
paint all walls, ceilings, trim, shelving, doors and frames throughout unit.

(7) AddNote No. 11 as follows: Replace existing door hardware as specified.
(8) Add Note No. 12 as follows: Clean existing bath fixtures indicated to

remain; clean bathroom ceramic tile surround, wainscot, base and grout;
clean all porcelain floor tile and grout; seal all grout.

4. FINISH SCHEDULE:
a. Revise Stair / Floor Finish to indicate: Carpet
b. Delete Stair / Remarks in their entirety.

5. F6 / FLOOR PLANS - TWO BEDROOM TOWNHOUSE
a. Add graphic representation of condenser pad and line cover similar to that indicated

for three bedroom floor plan.
b. Add note indicating "Secure loose treads with surface applied countersunk screws

and caulk all joints between treads, risers and stringers. Cover stair treads, risers
and landings with carpet over pad".

E. SHEET A-2

1. BI / Kitchen Elevations - 3 Bedroom:
a. Elevation A:

Addendum No. 1 Page 6 of 10



(1) Revise base cabinet designations from left to right to indicate: B24, 24"
Dishwasher space w/l1/2" filler end panels each side.

b. Elevation B:
(1) Revise base cabinet designations from left to right to indicate: BCB42

(blind comer base cabinet), SB36, DB18.
(2) Revise wall cabinet designations from left to right to indicate: BCWC3342

(blind comer wall cabinet), window/valance space, WC2142, WC3030.

2. D l Kitchen Elevations - 2 Bedroom:
a. Elevation A:

(1) Revise base cabinet designations from left to right to indicate: DB24, 24"
Dishwasher space wl/" filler end panels each side.

b. Elevation B:
(1) Revise base cabinet designations from left to right to indicate: BCSB60

(blind corner sink base cabinet).
(2) Revise wall cabinet designations from leftto rightto indicate: BCWC2442

(blind comer wall cabinet), window/valance space, WC1242, WC3030.

3. C7 / Closet Sections:
a. Revise Pantry section to indicate:

(1) 16" shelf depth plus nosing.
(2) 24" dimension of depth inside closet.
(3) '/4" sanded plywood shelving w/hardwood nosing.

4. Dl / Kitchen Elevations - 2 Bedroom:
a. Delete elevations in their entirety and insert the elevations attached hereto as

Exhibit" ".

5. Kitchen Key Notes:
a. Delete Note 3 in its entirety and replace with the following:

"Provide stainless steel backsplash at rear and side wall, Broan SP3004 or
equivalent."

b. Revise Note 8 to indicate: "End wall panel at dishwasher location."

6. Door Schedule:
a. Revise hardware notation for doors 2 & 3 to indicate Hardware Set No. 5.
b. Revise Jamb section B to indicate 18 gage knock-down drywall frame with integral

anchors in lieu if 16 gage frame with wood stud anchors.

7. Bath Key Notes:
a. Revise Key Notes to indicate the following:

(1) New framed glass tub/shower doors.
(2) New medicine cabinet. Enlarge opening and line top, bottom, sides and

back of wall cavity with 5/a" fire rated gypsum board, finished to maintain
integrity of rated party wall.

(3) New vanity cabinet and solid surface top with integral bowl.
(4) Toilet paper holder with chromed plastic spindle (cut and cap exposed

screws in vanity cabinet).
(5) 24" towel bar over water closet.
(6) 24" towel bar on wall opposite water closet.
(7) Not used.
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8. F l / Bathroom Elevations - 2 Bedroom:
a. Add graphic representation of existing ceramic tile wainscot.
b. Revise elevation C to indicate width and depth to fit available space.

9. Fl & F4 / Bathroom Elevations:
a. Add General Note to indicate the following:

(1) Clean existing bath fixtures indicated to remain; clean bathroom ceramic
tile surround, wainscot, base and grout; clean all porcelain floor tile and
grout; seal all grout.

10. F6 / Vanity Section:
a. Revise cabinet front note to indicate: '/4" birch veneer plywood door and false front

drawers, Typ.

F. SHEET A-3

1. B7 & F7 / Bldg 5 Elevation:
a. Revise titles to indicate: Bldg 8 Elevation.

2. Exterior Elevation Notes:
a. Revise Note No. 1 to add: Soffit and fascia to be cleaned with siding. Use bleach

when cleaning siding soffit and fascia.

G. SHEET M-1

1. Condensing Unit Schedule / Three Bedroom:
a. Basis for Design:

(1) Revise indoor air handler to indicate: New / First Company Model
25UCQB with TXV and Time Delay; R410a.

(2) Revise Outdoor Condensing Unit to indicate: New / Bryant Model
113ANC024-B; R41Oa.

2. Condensing Unit Schedule / Two Bedroom:
a. Basis for Design:

(1) Revise indoor air handler to indicate: New / First Company Model
18BQB with TXV and Time Delay; R410a.

(2) Revise Outdoor Condensing Unit to indicate: New / Bryant Model
113ANCO18-B; R410a.

3. HVAC Floor Plan for Three Bedroom:
a. Revise air handler note with leader to indicate: New Air Handler Unit,
b. HVAC Note:

(1) Revise Note No. I to indicate: Connect new air handler unit to existing
water heater supply and return piping; electrical supply and thermostat
wiring; bleed all air out of system.

c. Revise refrigerant line and drainnote to indicate .032" prefinished aluminum in lieu
of 14 gauge galvanized metal.

4. HVAC Floor Plan for Three Bedroom:
a. Revise air handler note with leader to indicate: New Air Handler Unit.
b. IIVAC Note:

(1) Revise Note No. 1 to indicate: Connect new air handler unit to existing
water heater supply and return piping; electrical supply and thermostat
wiring; bleed all air out of system.
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c. Revise refrigerant line and drain note to indicate .032" prefmished aluminum in lieu

of 14 gauge galvanized metal.

H. SHEET E-

1. Delete General Notes in their entirety and insert the following:
a. Remove existing light fixtures, switches, receptacles (including telephone and

CATV) and cover plates and provide all new fixtures, devices and cover plates.
b. Remove existing smoke detectors and provide new smoke detectors in existing and

new locations including bedrooms and first floor. Provide combination
smoke/carbon monoxide detectors in hallways outside bedrooms. Connect smoke
and carbon monoxide detectors to existing non-switched circuit. All smoke
detectors shall be interconnected such that if one alarms, all others will alarm.
Bedroom smoke detectors shall be AFCI protected.

c. Provide new circuits, breakers, conduit and disconnects for air conditioning
condensers. Provide newnon-fused equipment slide switch disconnect with integral
GFCI service receptacle, GE #TNA60RGFR. Size wiring and circuit breaker to
match manufacturers maximum size for specified equipment.

d. Provide new circuits and breakers for dishwashers.
e. Provide new circuits, breakers and switches for garbage disposers.
f. Provide new Arc Fault Circuit Interrapter breakers for all bedroom circuits.
g. Properly connect all receptacles, switches, fixtures and equipment to source of

power supply and leave ready for use as indicated on the drawings and specified
herein.

2. F3 / Three Bedroom Townhouse:
a. Delete graphic representation of new wiring indicatedbetween range hood and light

fixture; connect range hood to existing wiring.
b. Add graphic representation to indicate new home run for dish washer.
c. Revise standard duplex receptacle shown over kitchen counter to indicate GFCI

receptacle.
d. Revise GFCJ receptacle shown at washing machine location to indicate 120v single

receptacle.
e. Revise standard 120v duplex receptacle shown at clothes dryer location to indicate

30A, 240v single receptacle.
f. Revise standard 120v duplex receptacle shown at range location to indicate 50A,

240v single receptacle.
g. Revise second floor hall smoke detector to indicate combination Smoke / Carbon

Monoxide detector.
h. Revise graphic representation for livingroom, kitchen and stair/hall switches to

indicate 3-way switches.
i. Delete graphic representation ofnew wiring indicated between bedroom switch and

receptacle.
j. Add graphic representation of telephone receptacle in kitchen, livingroom one

bedroom.
k. Add graphic representation of CATV receptacle in livingroom and one bedroom.

3. F6 / Two Bedroom Townhouse:
a. Delete graphic representation of new wiring indicated between range hood and light

fixture; connect range hood to existing wiring.
b. Add graphic representation to indicate new home run for dish washer.
c. Revise standard duplex receptacle shown over kitchen counter to indicate GFCI

receptacle.
d. Revise GFCI receptacle shown at washing machine location to indicate 120v single

receptacle.
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e. Revise standard 120v duplex receptacle shown at clothes dryer location to indicate
30A, 240v single receptacle.

f. Revise standard 120v duplex receptacle shown at range location to indicate 50A,
240v single receptacle.

g. Revise second floor hall smoke detector to indicate combination Smoke / Carbon
Monoxide detector.

h. Revise graphic representation for livingroom, kitchen and stair/hall switches to
indicate 3-way switches.

i. Add graphic representation of telephone receptacle in kitchen, livingroom one
bedroom.

j. Add graphic representation of CATV receptacle in livingroom and one bedroom.

4. Light Fixture Schedule:
a. Revise fixture A to indicate Progress P5986-33EB, with 13W spiral CFL.
b. Revise fixture B to indicate Progress P3817-09EBWB, with 13W, GU24 Base CFL.
c. Revise fixture D to indicate Progress P3081-15, with 13W spiral CFL.
d. Revise fixture E to indicate Progress P2897-15EBWB, with 13W spiral CFL.

5. Electrical Symbol Legend:
a. Revise switch and receptacle descriptions to indicate: Replace device and

coverplate.

6. Zone B/4:
a. Revise fifth note from the top to indicate: Disconnect switches...

END OF ADDENDUM (Exhibit Follows)

Addendum No. 1 Page 10 of 10



Addendum No. 1, Exhibit "A"

DOCUMENT 004100 - BID FORM

DATE:

PROJECT: RENOVATION OF NC19P020009; PROJECT NC19S020501-09
OF THE AMERICAN RECOVERY AND REINVESTMENT ACT OF 2009
WILSON, NORTH CAROLINA

TO: WILSON HOUSING AUTHORITY
213 BROAD STREET (27893)
P.O. BOX 185
WILSON, NORTH CAROLINA 27894-0185

Ladies and Gentlemen:

I1. The undersignedbidder, having familiarized himself/herself/themselves with the local conditions affecting the
cost of the work, and with the Project Manual (including "Invitation to Bid, Instructions to Bidders for
Contracts -Public and Indian Housing Programs" {form HUD-5369 (10/2002)}; "Supplementary Instructions
to Bidders"; this "Bid Form" "Bid Security Form"; "Representations, Certifications, & Other Statements of
Bidders"; "Form of Non-Collusive Affidavit"; "Agreement Form"; the applicable forms of contract assurance

{Performance and Payment Bond(s)}; "General Conditions of the Contract for Construction" {form HUD-
5370 (4/2002)1; "Supplementary General Conditions"; "Wage Determination"; General Requirements
Sections; and the Technical Specifications) and the Drawings and Addenda, if any thereto, as prepared by:

Bradfield, Richards, Rhodes & Associates, Architects, Inc.
1040 Crown Pointe Parkway; Suite 550

Atlanta, Georgia 30338
Phone: (678) 990-5656 Fax: (678) 990-5858

hereby proposes to provide all labor, materials, equipment, and services required to construct:

RENOVATION OF NC19P020009; PROJECT NC19S020501-09
OF THE AMERICAN RECOVERY AND REINVESTMENT ACT OF 2009

WILSON, NORTH CAROLINA

as shown on the drawings and as set forth in the Project Manual (including the Technical Specifications), all
in accordance therewith, for the sum of:

DOLLARS ($

which is hereinafter called the Base Bid.

It is understood that the proposed costs above are based upon the buildings being VACANT while the work
is being performed.

2. The bidder is directed to Section "Allowances" of the Project Manual and hereby acknowledges that the Base
Bid indicated above includes all costs associated with the allowances as stipulated therein.
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3. The bidder is directed to Sections "Unit Prices" and "Alternates" of the Project Manual for explanation of unit
prices and alternates and a description of specific items to be priced herein. Therefore, having familiarized
himself with the proposed unit prices and alternates specified, the undersigned hereby proposes the following
unit prices and alternate prices for each part of the work specified:

a. UNIT PRICES:

(1) Unit Price No. 1 - Vinyl Siding:

DOLLARS

PER SQUARE ($. PER SQUARE).

(2) Unit Price No. 2 - Aluminum Fascia:

DOLLARS

PER LINEAR FOOT ($_ PER LINEAR FOOT).

b. ALTERNATES:

(1) Deduct Alternate No. 1 - Site improvements:

DEDUCT DOLLARS

4. The undersigned bidder certifies that he/she/they has/have received the "Supplementary Instructions to
Bidders" andthe "Supplementary General Conditions" whichmodifyForm HIUD-5369 and FormHUD-5370,
respectively. The undersigned bidder further certifies that he/she/they has/have received Addenda to the
Project Manual (including Technical Specifications) and Drawings for this work numbered
and __ dated and __ , respectively.

5. For in the consideration of the sum of $10.00, the receipt of which is hereby acknowledged, the undersigned
bidder agrees that this proposal may not be revoked or withdrawn after the time set forth for the opening of
the bids but shall remain open for acceptance for a period of not less than sixty (60) days following such time.

6. In submitting this base bid, it is understood that the right is reserved by the Owner to reject any and all bids.
If written notice of the acceptance of this bid is mailed, telegraphed or delivered to the undersigned bidder
within sixty (60) days after the opening thereof, or at any time thereafter before this bid is withdrawn, the
undersigned bidder agrees to execute and deliver a contract in the prescribed form and furnish the required
Performance and Payment Bond(s) both in the amount equal to the specified percentage of the Contract Sum

within ten (10) days after the contract is presented to him/her/them for signature.

7. Upon receiving the written "Notice to Proceed", the undersigned bidder agrees to commence actual physical
work on the site with adequate force and equipment on the date established within the written "Notice to
Proceed". The undersigned bidder agrees to complete the work in its entirety within the time established in
the "General Conditions" and "Supplementary General Conditions" from the date indicated by the "Notice to
Proceed". It is acknowledged by the undersigned bidder that liquidated damages for failure to complete the

work in its entirety within the allotted time shall be assessed the Contractor in accordance with the Contract
Documents.

8. Security in the sum of DOLLARS
($ - ) in the form of is submitted herewith in accordance with the
Project Manual and represents not less than five percent (5%) of the Base Bid.
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9. Attached is a fully and truthfully executed form HUD-5369, "Representations, Certifications, and Other
Statements of Bidders - Public and Indian Housing Programs."

10. Attached is an affidavit in proof that the undersigned has not entered into any collusion with any person in
respect to this proposal or any other proposals for the contract for which this proposal is submitted.

NOTE: The penalty for making false statements in offers is prescribed in 18 U.S.C. 1001.

Date:
Name of Bidder

Official Address:

By:

Title:

License Number & Classification:

Tel. No. ( ) License Expiration Date:

END OF DOCUMENT 004100
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Addendum No. 1 - Exhibit "B"

SECTION 096516 - RESILIENT SHEET FLOORING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Vinyl sheet floor covering, with backing.

1.3 ACTION SUBMITTALS

A. Product Data: For each type of product indicated.

B. Samples for Initial Selection: For each type of floor covering indicated.

1.4 INFORMATIONAL SUBMITTALS

A. Qualification Data: For qualified Installer.

1.5 QUALITY ASSURANCE

A. Installer Qualifications: A qualified installer who employs workers for this Project who are competent in
techniques required by manufacturer for floor covering installation and seaming method indicated.

1. Engage an installer who employs workers for this Project who are trained or certified by floor covering
manufacturer for installation techniques required.

B. Fire-Test-Response Characteristics: As determined by testing identical products according to ASTM E 648
or NFPA 253 by a qualified testing agency.

1. Critical Radiant Flux Classification: Class 1, not less than 0.45 W/sq. cm..

1.6 DELIVERY, STORAGE, AND HANDLING

A. Store floor coverings and installation materials in dry spaces protected from the weather, with ambient
temperatures maintained within range recommended by manufacturer, but not less than 50 deg F or more than
90 deg F. Store rolls upright.

RESILIENT SHEET FLOORING 096516- 1



1.7 PROJECT CONDITIONS

A. Maintain ambient temperatures within range recommended by manufacturer, but not less than 70 deg F or
more than 85 deg F, in spaces to receive floor coverings during the following time periods:

1. 48 hours before installation.
2. During installation.
3. 48 hours after installation.

B. Until Substantial Completion, maintain ambient temperatures within range recommended by manufacturer.

C. Close spaces to traffic during floor covering installation.

D. Close spaces to traffic for 48 hours after floor covering installation.

E. Install floor coverings after other finishing operations, including painting, have been completed.

PART 2 - PRODUCTS

2.1 VINYL SHEET FLOOR COVERING

A. Products: Subject to compliance with requirements, available products that may be incorporated into the
Work include, but are not limited to, the following:

1. Armstrong World Industries, Inc.; Canyon Creek.

B. Vinyl Sheet Floor Covering with Backing: ASTM F 1303.

1. Type (Binder Content): Type 1, minimum binder content of 90 percent
2. Wear-Layer Thickness: Grade 1.
3. Overall Thickness: As standard with manufacturer.
4. Interlayer Material: Foamed plastic.
5. Backing Class: Class A (fibrous).

C. Wearing Surface: Embossed.

D. Sheet Width: As standard with manufacturer.

E. Seaming Method: Standard.

F. Colors and Patterns: As selected by Architect from full range of industry colors.

2.2 INSTALLATION MATERIALS

A. Trowelable Leveling and Patching Compounds: Latex-modified, portland cement based or blended
hydraulic-cement-based formulation provided or approved by manufacturer for applications indicated.

B. Adhesives: Water-resistant type recommended bymanufacturer to suit floor covering and substrate conditions
indicated.

C. Floor Polish: Provide protective liquid floor polish products as recommended by manufacturer.
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PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, with Installer present, for compliance with requirements for maximum moisture content
and other conditions affecting performance of the Work.

B. Verify that finishes of substrates comply with tolerances and other requirements specified in other Sections
and that substrates are free of cracks, ridges, depressions, scale, and foreign deposits that might interfere with
adhesion of floor coverings.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Prepare substrates according to manufacturer's written instructions to ensure adhesion of floor coverings.

B. Concrete Substrates: Prepare according to ASTM F 710.

1. Verify that substrates are dry and free of curing compounds, sealers, and hardeners.
2. Remove substrate coatings and other substances that are incompatible with adhesives and that contain

soap, wax, oil, or silicone, using mechanical methods recommended by manufacturer. Do not use
solvents.

C. Fill cracks, holes, and depressions in substrates with trowelable leveling and patching compound and remove
bumps and ridges to produce a uniform and smooth substrate.

D. Do not install floor coverings until they are same temperature as space where they are to be installed.

1. Move floor coverings and installation materials into spaces where they will be installed at least 48
hours in advance of installation.

E. Sweep and vacuum clean substrates to be covered by floor coverings immediately before installation.

3.3 FLOOR COVERING INSTALLATION

A. Comply with manufacturer's written instructions for installing floor coverings.

B. Unroll floor coverings and allow them to stabilize before cutting and fitting.

C. Lay out floor coverings as follows:

I. Maintain uniformity of floor covering direction.
2. Minimize number of seams; place seams in inconspicuous and low-traffic areas, at least 6 inches from

parallel joints in floor covering substrates.
3. Match edges of floor coverings for color shading at seams.
4. Avoid cross seams.

D. Scribe and cut floor coverings to butt neatly and tightly to vertical surfaces, permanent fixtures, and built-in
furniture including cabinets, pipes, outlets, and door frames.

E. Extend floor coverings into toe spaces, door reveals, closets, and similar openings.
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